CLS

Custom
Lighted
Signage

Custom message or choose
from from standard messages.

Your choice of either wall, ceil-
ing, or end mounted housings.

Housing 11" W, 7°H, 2 1/2”D.
White acrylic lens is 1/8” thick.

HOUSING, CEILING MOUNT >
Messages on front and back.
Model CLSHC




CLS

Custom
Lighted
Signage

HOUSING, END MOUNTED
Message on front and back.
Model CLSHE
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CLS

Custom
Lighted
Signage

HOUSING, WALL MOUNTED
Message appears on the front.
Mounting plate is on the back.
Model CLSHW
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CLS

Custom
Lighted

it YOUR CUSTOM
MESSAGE HERE

MESSAGES, STANDARD

STANDARD
Option CLSM2: MRI IN USE
Option CLSM3: CT IN USE

Option CLSM4: OR.IN USE M ESSAG ES
Option CLSM5: BEAM IS ON

Option CLSM6: NO ENTRY H ERE
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CLS

Specifications

CONSTRUCTION: 20 gauge
(.039”) electro-galvanized steel
welded, ground and polished.

FINISH: Baked powder coat.
COLOR: Gloss “Pure White”.

LENS: Acrylic, 1/8” thick, white
translucent color, removable.

MESSAGE FONT: Helvetica
bold, 1” height or larger, red.

ELECTRICAL: Volts: 110 AC,
Wattage: 5, Amperage: .045.

MOUNTING BOX: Two piece,
adjustable in plane 360 degree.

MOUNTING PLATE: Keyholes
with .250” secondary mounting
holes. .875” Round electrical
connection port is centered.

COUNTRY OF ORIGIN: USA
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